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CORRIMANO COMPONIBILE Ø32 CON E SENZA INTERRUZIONE
modular handrail Ø32 with or without interruption
main courant à composer Ø32 avec et sans interruption

RIVESTIMENTO
STANDARD
ANTIBATTERICO

NYLON-RILSAN

C1001I/01
C1001IB/01
C1001IC/01

(a) cm

30 

40

50

N-C1001
N-C1001B
N-C1001C

C1002I/01 N-C1002

C1003I/01 N-C1003

C1030I/01 N-C1030
C1040I/01 N-C1040
C1050I/01 N-C1050

RIVESTIMENTO
STANDARD
ANTIBATTERICO

NYLON-RILSAN

C1004I/01

(a) cm 

60 

80

90

N-C1004

C1005I/01 N-C1005

C1006I/01 N-C1006

C1060I/01 N-C1060
C1080I/01 N-C1080
C1090I/01 N-C1090

curva terminale  -  end bend  -  courbe terminale

curva raccordo verticale  -  vertical bend joint
courbe de raccord vertical

curva raccordo orizzontale  -  horizontal bend joint
courbe de raccord horizontal

curva raccordo orizzontale angolo esterno
horizontal bend joint for outer corner

courbe de raccord horizontal angle extèrieur

raccordo a T  -  T joint  -  raccord en T

raccordo a T senza interruzione  -  T joint without interruption
                              raccord en T sans interruption

tubo  -  rod  -  tube tubo  -  rod  -  tube

(a) cm

15 
25
43

Esempio di installazione corretta

testo di capitolato:
corrimano di sicurezza componibile costituito da  più pezzi  
collegabili, con giunzioni, tubo Ø32x1,5, in acciaio con tratta-
mento anticorrosione, rivestito con materiale antiusura 
epossipoliestere (colore bianco RAL9016 con proprietà 
antibatteriche dei sali d’argento bio-goman) o termoplastico 
nylon, completo di: vite svasata di unione Ø10, piattelli per 
fissaggio a parete in nylon a 6 fori, rosoni in acciaio inox 
funzione “anti-vandalo”.  Capacità di carico 150 kg.
Tipo Goman codice ...

specification text:
modular safety handrail consisting of several pieces that can 
be connected, with joints, in steel tube Ø32x1.5, with anti-cor-
rosion treatment, coated with wear-resistant epoxy-polyester 
material (RAL9016 white color with antibacterial properties of 
bio-goman silver salts), or thermoplastic nylon, complete with: 
screw Ø10 union countersunk, 6-hole nylon plates for wall 
fixing, stainless steel rosettes with "anti-vandal" function. Load 
capacity 150 kg.
Goman type code ...


