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MANIGLIA DI SICUREZZA CON VERTICALE LATERALE DESTRO
safety handle with right side vertical

Z4070D/XX

cm 

40X70

testo di capitolato:
maniglia di sicurezza con verticale laterale destro o 
sinistro, costituita da un solo pezzo senza giunzioni, 
realizzata in acciaio con trattamento anticorrosione e 
rivestita con materiale antiusura epossipoliestere (colore 
bianco lucido RAL9016 e grigio lucido RAL7035: con 
proprietà antibatteriche dei sali d'argento bio-goman), 
tubo Ø32x1,5, con un rinforzo di portata, completa di: 
vite svasata di unione Ø10, piattelli per fissaggio a parete 
in acciaio inox aisi304, a 6 fori, rosoni acciaio inox aisi430 
funzione "antivandalo". capacità di carico 150 kg. dimen-
sione mm. 400x700. CE dispositivo medicale, garanzia 10 
anni. tipo Goman codice Z4070D/XX o Z4070S/XX.

specifications:
Safety handle with vertical right or left side, consists of one piece 
without joints made of steel with anti-corrosion treatment and 
coated with epoxy polyester wear-resistant material (glossy 
white RAL9016 and glossy grey RAL7035: with antibacterial 
properties of silver salts bio-goman), tube Ø32x1,5 with a 
reinforcement connection, complete with: screw countersunk 
union Ø10, plates for fixing wall in stainless steel aisi304, with 6 
holes, rosettes stainless steel aisi430 "vandal-proof" function. 
load capacity 150 kg. dimension mm. 400x700. CE medical 
device, guarantee 10 years. 
type Goman code Z4070D/XX or Z4070S/XX.
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